
MATERIAL
• Body:  Galvanized Carbon Steel ST-37 with 

yellow zinc coating (ASTM B633-15 type2 
class 3)

October, 2021

SPECIFICATIONS
• The following table lists dimensions of 

flanges for Pexgol flared ends according 
to ANSI150 or B.S. table 10D.

• Flanges according to other flange stan-
dards are available by special order.

• Split flanges of all flange standards are 
also supplied by special order.

• Pressure rating according to ANSI 150.

Loose Flange

ANSI 150 BS Table D



Weight 
(kg)

Bolt Size 
(in)

Amount of 
holes

Bolt Holt 
Diameter 

(mm)

Inside 
Diameter 

(mm)

Radius 
(mm)

Outer 
Radius 
(mm)

Wall 
Thickness 

(mm)
OD (mm)

Screw 
Circle 

Diameter 
(mm)

Flange 
diameter 

(inch)

Pipe 
Diameter 

(mm)
Catalog Number

ND4D1RD5TD2D3

1.45/84165266217127981.55064805015

2.35/8422657771915211826364806302

3.55/841978891221781402.57564807525

4.15/84229381062419015039064809003

5.85/88191161013024228190411064811004

7.13/4823.51311014524254216512564812505

8.93/4823.51461016025279240614064814006

7.83/4823.51671018025279240616064816006

7.83/4823.51671018025279240616064818006

12.93/4823.52101523028343297.5820064820008

10.93/4823.52361525528343297.5822564822508

18.27/8122526217284304063621025064825010

14.97/8122529317314304063621028064828010

24.77/8122533120355324824321231564831512

32.21123037120395355334751435564835514

41.31163041722444365975401640064840016

46.51 1/816324672249440635577.61845064845018

59.11 1/8203251825550436986352050064850020

71.11 1/4203565230690488137492463064863024


